
DIWAL X TURBO

Built for landscaping, hardscaping, tree-care and rental 

fleets, the DIWAL-X TURBO delivers power, extended reach 

and intuitive controls to the Boleo® compact equipment 

lineup. Straightforward controls suit newer operators and 

seasonal crew. Ample auxiliary hydraulic flow supports over 

100+ Boleo Attachments to maximize your jobsite output.

Complies with the U.S. EPA Tier 4F

and EU Stage V exhaust emission

regulations.

Turbo Charged

POWER BEYOND
DIMENSIONS



 Tipping capacity lbs (kg) 2,866 (1,300)

 Machine weight
lbs (kg) 3,274 (1,485)

 No attachment, fluids full.

Operating weight
  Includes machine weight, 216-lb (98-kg) bucket, 165-lb (75-kg) operator

lbs (kg) 3,655 (1,658)

  Rated operating capacity (ROC) (35% of tipping load) 

Forward and reverse

lbs (kg)

mph (km/h)

1,003 (455)

4.5 (7.2)

PERFORMANCE

Engine make

Engine model

Fuel / Cooling system

Emission stage

  Number of cylinders

Displacement

Engine power - SAE J1995 gross power

Rated engine speed

Low Idling speed rpm

rpm

hp (kw)

cu.in (L)

Yanmar® (Made in Japan)

 3TNV80FT, turbocharged

Diesel / liquid cooled

EPA tier 4 / EU stage V approved

3-Cylinder

77.5 (1.27)

25 (18.4)

2600

1080

ENGINE

Length without bucket

Width without bucket

Overall height

Wheelbase

Max. operating height

Hinge pin height, max

Ground clearance

108.3 (2,750)

85 (2,160)

37.2 (945)

56.1 (1,425)

40.6 (1,030)

111 (2,820)

84.8 (2,155)

7.5 (190)

DIMENSIONS 

 Overall length - transport
(w/Std Bucket Parallel to Ground)

in (mm)

in (mm)

in (mm)

in (mm)

in (mm)

in (mm)

in (mm)

in (mm)

Fuel tank

Engine oil, with filter

Hydraulic reservoir

gal (L)

gal (L)

gal (L)

7.9 (30)

0.9 (3.5)

6.1 (23)

FLUID
CAPACITIES

Auxiliary

Auxiliary hydraulic flow

Auxiliary hydraulic pressure

Ground drive

Ground pressure (with operator)

Parker hannifin®(Made in USA)

Double gear pump 

16 (59)

2,800 (193)

Hydrostatic transmission

4.0 (0.28)

Gear pump make

gpm (L/min)

psi (bar)

psi (bar)

Traction

Travel pump make

Track width – standard

Track width - with narrow tracks

Sprocket-drive, 8-roller per side

Dual plunger pumps

Poclain®(Made in France)

10 (250)

9 (230)

Tracks

HYDRAULIC
SYSTEM

in (mm)

in (mm)

Lift and tilt

Hydraulic pilot-operated control valves

Transmission

Attachment

Hydraulic pilot-operated joystick

Hydraulic pilot-operated joystick

Walvoil®(Made in Italy)

Hydrostatic track drive system

CII (Common industry interface) or,
2 lever quick-attach

Steering and drive

TRACKS

12Operating voltage 

OPERATION

ELECTRICAL v
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